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WIRING DIAGRAM

INSTALLATION INSTRUCTIONS

WARNING:

INSTALLATION INSTRUCTIONS

Risk of fire or electric shock. Fixture installation requires knowledge of luminaries electrical 
systems. If not qualified, DO NOT attempt installation. Contact a qualified electrician. Risk 
of fire or electric shock. Suitable for wet locations. Aways turn off the power supply before 
installation.
Risk of fire or electric shock, suitable for non-insulated surface and frame. DO NOT cover 
fixture with insulation liner or similar material.
DO NOT install fixture on unstable, loose or easily breakable surface.
DO NOT exert force on the surface of the fixture.

Read these instructions carefully before installation. Keep it for future reference. 
Make electrical and grounded connections in accordance with the national electrical 
code and any other applicable codes. Always turn off the power supply before 
installation. This product must be installed in accordance with the applicable 
installation code by a qualified electrician who is familiar with the construction and 
operation of the product and the hazards involved.

Step1. 
Choose the corresponding size lampshade
 and fix it onto the lamp body.

Step2. 
Insert the male and female plug connectors, then 
rotate the metal joint as shown in the diagram.
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INSTALLATION INSTRUCTIONS (CONT.)

Step3. 
Select the power and color temperature.

Step4. 
Wire the connections, then 
secure the junction box to the ceiling.

Step5. 
Lift the spring upward and pass it 
through the ceiling.

Step6. 
Fix the entire lamp onto the ceiling as shown in the diagram.




