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Installation Instructions

®

The luminaire contains constant-current driver(s) and LED module(s). It works under technical conditions as the product labels indicate.
Its modular design makes it convenient to replace whichever of the modules that failed.

LED Street Light
Module Quantity 1 2 3 4 5
Power 40W | 60W gow | 120w | 150w | 180W |160W|200W|240W| 200W | 300W
Input Voltage | []100~240v [] 100~277v [] 220~240v [] 120~277v []277~480v [Jotner___ |Frequency | 50/60Hz
Power Factor 0.95
Working Environment| -40°C~+50°C, 10%~90%RH
Bolt Torque 17Nm
Mounting Height 6~15m
Mounting Spacing 20~45m
Dimensions 695x330x160mm 740x330x160mm 820x330x160mm 900x330x160mm 980x330x160mm
Net Weight 7.2kg 8.4kg 9.6kg 10.8kg 12.0kg
Project Area 0.229m* 0.244m’ 0.270m* 0.297m* 0.323m*
Degree of Protection [11P65 [] 1P66

Notes: The above net weight is typical value.

Expressway, highway, avenue, trunk road, sub-trunk road, path, parking lot, factory, schoolyard, garden, park, residential area, courtyard, etc.

1. Undo the two M10 screws
on the pole adaptor installing
interface.

1. Undo the two M10 screws
on the pole adaptor installing
interface.

2. Thread the AC input cable

through the hole in the installing
tube. Install the pole adaptor.
Tighten up the M10 screws

to fixate it.

2. Thread the AC input cable
through the hole in the installing
tube. Install the pole adaptor.
Tighten up the M10 screws
to fixate it.

3. Undo the buckle on each side

4. Mount the luminaire onto the
arm/post. Tighten up the two
screws. Installation finished.

to open the cover of electrical
compartment.Install the pole adaptor.
Connect the L, N, G wires to right
positions on terminal block.

3. Undo the buckle on each side

4. Mount the luminaire onto the
arm/post. Tighten up the two
screws. Installation finished.

to open the cover of electrical
compartment.Install the pole adaptor.
Connect the L, N, G wires to right
positions on terminal block.



1. Undo the two hand sci
to open the cover for |
source compartment .

Cable Connectors

rews

2. Undo the screws on both
ight end of the module, and
disconnect the module at cable.

Installation Instructions

3. Take out the failed module
and install a new one. Tighten
up the screws and the cable

connector.

1. Connect the male and female connectors by
\b aligning the indicative arrow on them.
male connector
/ c—a R

female mnedoK
Power Supply End Earth wire Neutral wire Live wire

i Yellow-green lead Blue lead Brown lead

Fixture End -
Green lead White lead Black lead
Caution

E Disconnect or turn off power before installation, maintenance and wiring.

u Cable connection must be insulated and waterproof.

4. Close the cover and
tighten up the hand screws.

2. Hold the nut on one terminal still, meanwhile, rotating
clockwise till the one on the other terminals is tightened
up.Otherwise thewaterproof performance might be affected.

The light source of this luminaire is not replaceable. When the light source's lifetime comes to an end,

it is the whole luminaire that should be replaced.

Warning: Danger! Electric shock risk!

(via IEC 60417-6042 (2011-11) )

The luminaire shall be installed by a qualified electrician and wired in accordance with the latest IEE electrical

regulations or the national requirements.

This marking indicates that this product should not be disposed with other household wastes throughout the EU.
To prevent possible harm to the environment or human health from uncontrolled waste disposal, recycle it
responsibly to promote the sustainable reuse of material resources. To return your used device, please use

the return and collection systems or contact the retailer where the product was purchased. They can take this
product for environmental safe recycling

Remarks ‘

1. This luminaire uses permanent connection on power supply with flexible cable and wires (60245 IEC57). Sufficient length of cable is reserved
for connection to AC power. Protection over the connection join and elimination of tensile force should be ensured to be sufficient.

2. This luminaire uses type Y attachment: method of attachment of the cable or cord such that any replacement
can only be made by the manufacturer, his service agent or similarly qualified person.

3. Wiring: the connection to AC power should be operated on terminal blocks in a wiring box with a degree of protection at least equivalent to
the luminaire, and there should be devices to fixate wires.

4. The luminaire can be mounted onto ordinary combustible surfaces.
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Installation Instructions

Prudence

E Déconnecter ou couper l'alimentation avant l'installation, I'entretien et le cablage.
m Le raccordement du céble doit étre isolé et imperméable.

La source lumineuse de ce luminaire n'est pas remplagable. Lorsque la durée de vie de la source lumineuse arrive a son terme,
c'est I'ensemble du luminaire qui devrait étre remplacé..

Avertissement: Danger! Risque de choc électrique!

(via IEC 60417-6042 (2011-11) )

Le luminaire sont installés par un technicien qualifié et wired conformément a la derniére - iee électriquesles
reglements ou les exigences nationales.

ce marquage indique que ce produit ne devrait pas étre éliminés avec les autres déchets ménagers dans I'ensemble

de l'ue.pour éviter des dommages a I'environnement ou a la santé humaine de I'élimination incontrélée des déchets,
recyclageresponsable de promouvoir la réutilisation durable de ressources matérielles.au retour de votre utilisé dispositif,
veuillez utiliserles systemes de reprise et de collecte ou de communiquer avec le détaillant ou le produit a été acheté.ils
peuvent prendre ceproduits de recyclage sar pour I'environnement.

Remarques

1. Ce luminaire utilise une connexion permanente sur |'alimentation avec cable souple et fils (60245 IEC57). Une longueur suffisante de cable est réservée
Pour la connexion a une alimentation secteur. Les joints de raccordement doivent étre convenablement protégés et la tension doit étre soulagée.

2. L 'appareil de lampe utilise une connexion de type y: procédé de connexion de cable ou de cable pour effectuer tout remplacementElle
ne peut étre fabriquée que par des fabricants, leurs agents de services ou des personnes qualifiées similaires.

3. Cablage: la connexion a I'alimentation secteur doit étre effectuée sur borniers dans une boite de cablage avec un degré de protection au moins équivalent a
Le luminaire, et il devrait y avoir des dispositifs pour fixer des fils.

4. Le luminaire peut étre monté sur des surfaces combustibles ordinaires.
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