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INSTALLATION INSTRUCTIONS 

Read these instructions carefully before installation. Keep it for future reference. 

Make electrical and grounded connections in accordance with the national electrical 

code and any other applicable codes. Always turn off the power supply before 

installation. This product must be installed in accordance with the applicable 

installation code by a qualified electrician who is familiar with the construction and 

operation of the product and the hazards involved. 

& WARNING: 

• Risk of fire or electric shock. Fixture installation requires knowledge of luminaries electrical 

systems. If not qualified, DO NOT attempt installation. Contact a qualified electrician. Risk 

• of fire or electric shock. Suitable for wet locations. Aways turn of the power supply before 

installation. 

Risk of fire or electric shock, suitable for non-insulated surface and frame. DO NOT cover 

fixture with insulation liner or similar material. 

• DO NOT install fixture on unstable, loose or easily breakable surface. 

DO NOT exert force on the surface of the fixture. 

STEP 1 
Confirm that there is no electrical power on the circuit where the luminaire will 

be connected. 

STEP 2 

Use the installation template provided to make the hole in the ceiling, if 
needed you can use the dimensions provided below for different size 

luminaries: 

6-inch round 06-1/4"(158mm) 

8-inch round 08-1/4"(21Omm) 



STEP 3 

Open the splice box cover and only remove the knockout needed. Incoming 

wires must be secured with an appropriate restraint (provided by installer). 

STEP4 

Secure the splice box to the building structure in accordance with applicable 

codes. 



STEPS 
WITH THE POWER OFF, make electrical connections as shown in Fig 1 below. 

Fig.1 
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WARNING RISK OF FIRE, INJURY AND DEATH. Use wire nuts provided 

which are thermally rated for use in a luminaire splice compartment. Box must 
be grounded. 

Note: Select and adjust Lumen and Color settings (where provided) BEFORE 

installing the luminaire into the ceiling. 

STEP 6 
Carefully place all wiring into the splice box and close the cover 

WARNING Risk of Fire - Be careful not to crush or cut wires when closing the 
splice box cover. 

STEP? 
Select desired the color temperature and lumen output with the switches (see 

image below) BEFORE installing in the ceiling. 



STEPS 

Place the cord from the Driver/Splice box through the opening in the ceiling 

and connect it to the cord from the fixture by inserting connectors (A & B) 

and then securing them together using the threaded collar. 

*Note: Select Lumen and Color settings (where provided) BEFORE installing 

the luminaire into the ceiling. 

STEP9 

Hold the luminaire to insert one spring through the ceiling hole and then bend 

the other spring upward to insert it through the hole. 

*Note: Use supplied gasket when 

needed for air seal. 

WARNING Risk of Fire - Be careful not to crush or cut cord when routing cord 

from driver to luminaire 




