
Project Name: ______________________________ 

              Part #: ______________________________ 

                Type: ______________________________ 

LED 60W Selectable Downlight 

Features 
• High Transmittance Lens  

• Adjustable 3 Level Lumen Output 

• Adjustable Beam Angles, 25° 35° 45° 

• 5 CCT Selectable Color Temperatures 

• For Retrofit or New Construction Installations 

Applications 

Churches     |     Dealerships     |     Walkways     |     Canopies     |     Common Areas 

Ordering Guide 
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Series Wattage Color Tuneability Input Voltage Dimming Trim 

EHD  

CCT = 

2700K/3000K/3500K/4000K/5000K 

Selectable 

277 = 120-277VAC 
D010 = 0-10V 

Dimming 

TRIM8 = 8” Trim 
60W = 60W/48W / 

36W Selectable  TRIM10 = 10” Trim 



Specifications 
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Input Voltage: 120-277VAC 

CRI: 80 

Wattage: 36W/48W/60W Selectable 

Lumens: 3,600lm/4,800lm/5,800lm 

CCT: 27K/30K/35K/40K/50K Selectable 

Dimmable: 0-10V Dimming 

Beam Angles: 25° / 35° / 45° 

Trim Diameters: 8” 

10” 



Dimensions 
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Type Length 

(Inch) 

Width 

(Inch) 

Height 

(Inch) 

Weight 

(LB) 

8inch 10.63 10.63 6.51 6.19 

10inch 12.60 12.6 6.98 7.60 



Photometrics Data 

Luminaire Data 

Part Number EHD-60W-CCT-277-D010 
Description 60W, 2700K, 277VAC Downlight 

Fixture Lumens (lm) 6,178.2lm 

Wattage (W) 58.349W 

Efficacy (lm/W) 105.9lm/W 
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Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 3,173.8 51.4% 

0-60 5,110.6 82.7% 

0-90 6,146.4 99.5% 

90-180 31.8 0.5% 

0-180 6,178.2 100% 



Installation Instructions 
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Step 1. Choose the corresponding size lampshade 

and fix it onto the lamp body. 

Step 2. Insert the male and female plug connectors, 

then rotate the metal joint as shown in the diagram. 

  

Step 3. Select the power and color temperature. Step 4. Wire the connections, then secure the junc-

tion box to the ceiling. 

  

Step 5. Lift the spring upward and pass it through the 

ceiling. 

Step 6. Fix the entire lamp onto the ceiling as shown 

in the diagram. 
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