
Features 
• Frosted PC diffuser 

• High quality aluminum 

• Air-tight & suitable for wet locations 

• I.C. Rated for direct contact with insulation 

• Install where ceiling space is limited—1.02” deep 

Applications 

Churches     |     Dealerships     |     Walkways     |     Canopies     |     Common Areas 

Ordering Guide 
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LED Flush Downlight 

Project Name: ____________________________ 

              Part #: ____________________________ 

                Type: ____________________________ 

EHD6 15 CCT 277 D010 EC 

      

Series Wattage CCT Input Voltage Dimming Accessories 

EHD6 = 6” 

ENGINE  

15W = 12W/15W 

[SELECTABLE] 
CCT = 

2,700K/3,000K/3,500K/

4,000K/5,000K 

277 = 120-277VAC D010 = 0-10V 

EC = EXTENSION CABLE 

EHD8 = 8” 

ENGINE  

18W  = 15W/18W 

[SELECTABLE] 

NCP = NEW CONSTRUCTION 

PLATE 

Example: 
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ACCESSORIES 

Reference Reference  Code Part Number Description 

 EC EHA-EC-EHD 

Extension Cable 

Adds Additional Length 

Between the LED & 

Driver Box 

 NCP EHA-NCP-EHD 

Circular Style New Con-

struction Plate 

Fits Both 6” & 8” 

Round Options 

LED FLUSH DOWNLIGHT 
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SPECIFICATIONS 
ENGINE: EHD6-15W EHD8-18W 

WATTAGE: 
12W/15W 

[SELECTABLE] 

15W/18W 

[SELECTABLE] 

LUMEN OUTPUT: 
Selectable: 900lm/1100lm 

@ 25°C @ 3000K 

Selectable: 1100lm/1300lm 

@ 25°C @ 3000K 

EFFICACY: 73lm/W  

CRI: >90  

CCT: Selectable: 2,700K/3,000K 3,500K/ 4,000K/5,000K  

BEAM ANGLE: 110°±10°  

INPUT VOLTAGE: 
120-277VAC 

50/60Hz  

LIFESPAN 50,000 hours  

DIMMING: 0-10V 

POWER FACTOR: >0.9 

IP RATING: Wet Location Covered Ceiling Only 

IK RATING: IK03 

IC RATING: 
Type IC, max operating temp under IC rated environ-

ment 25°C 

MOUNTING: Recessed Mount 

CUT OFF SIZE: Ø6.3” Ø8.27” 

OPERATING 

TEMPERATURE: 
-4°F to 104°F 

FIXTURE COLOR: RAL9003 

WARRANTY: 5 YEAR 

LED FLUSH DOWNLIGHT 



DIMENSIONS 
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LED FLUSH DOWNLIGHT 



PHOTOMETRICS DATA 
Luminaire Data 

Part Number EHD6-15W-CCT-277-D010 

Description 6”, Color tunable, 0-10V dimmable, flush downlight 

Fixture Lumens (lm) 1,199.8lm 

Wattage (W) 14.6W 

Efficacy (lm/W) 82.2lm/W 
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Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 522.4 43.5% 

0-60 924.5 77.1% 

0-90 1,199.5 100% 

90-180 0.2 0% 

0-180 1,199.7 100% 

Luminaire Data 
Part Number EHD8-18W-CCT-277-D010 

Description 8”, Color tunable, 0-10V dimmable, flush down light 

Fixture Lumens (lm) 1,435.4lm 

Wattage (W) 17W 

Efficacy (lm/W) 84.4lm/W 

Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 622.8 43.4% 

0-60 1,104 76.9% 

0-90 1,435.1 100% 

90-180 0.3 0% 

0-180 1,435.3 100% 

LED FLUSH DOWNLIGHT 
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