
Project Name: ____________________________ 

              Part #: ____________________________ 

                Type: ____________________________ 

LED Street Light Features 
• Shorting Cap Included 

• Die-Cast Aluminum Latches 

• Field Serviceable Power Supply 

• Field Serviceable IP68 LED Module 

• IP66 Rated Electrical Compartment 

• NEMA 7-Pin Twist Lock Photocell Socket 

• Power Wire (3ft) Included For Easy Installation 

• Hinged Door Allows For Tool-Less Maintenance 

• Florida Department of Transportation (FDOT) Certified Model 

Applications 

Roadways     |     Parks     |     Residential Areas     |     Airports     |     High Security Areas     |     Parking Lots 

Ordering Guide 
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EHF-ST5 4 57K 480V D010 GY GS4 300 

        

Series Distribution CCT Input Voltage Dimming Fixture Color Accessories Wattage 

EHF-ST2 = 80W 1 = Type I 30K = 3,000K 277V = 120-277VAC D010 = 0-10V Dimmable 

(Standard) 

BK = Black Powder Coat MS = Motion Sensor 80 = 80W 

EHF-ST3 = 150W 2 = Type II 40K = 4,000K 480V = 277-480VAC  GY = Grey Powder Coat GS1 = Glare Shield (Rear Only) 150 = 150W 

EHF-ST5 = 300W 3 = Type III 50K = 5,000K    GS2 = Glare Shield (Sides Only) 300 = 300W 

 4 = Type IV 

(STANDARD) 

57K = 5,700K 

(STANDARD) 

   GS3 = Glare Shield (Sides & 

Rear Only) 

 

 5 = Type V     GS4 = Glare Shield (All Sides)  

      SP = Surge Protection  

      SQ-TENON = Square Pole 

Mounting Tenon 

 

      RD-TENON = Round  Pole 

Mounting Tenon 

 

FDOT CERTIFIED MODEL NUMBER 

EHF-ST5-3-30040K-480V-D010-GY 

*DISCLAIMER: ONLY PART # EHF-ST5-3-30040K-480V-D010-GY IS CLASSIFIED AND LISTED ON FDOT APL* 

APL#: 715-005-035 

Example: 
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SPECIFICATION 

WATTAGE: 80W 150W 300W 

LUMEN: 12,683lm 22,953lm 44,688lm 

EFFICACY: 158lm/W 153lm/W 148lm/W 

INPUT VOLTAGE: 120-277VAC | 277-480VAC  

CCT: 3,000K | 4,000K | 5,000K | 5,700K  

CRI: >80  

POWER FACTOR: >0.9  

DISTRIBUTION TYPES: 
Type I / Type II / Type III 

Type IV / Type V  

OPERATING TEMPERATURE: -40°F to 122°F  

LIFESPAN: >50,000 Hours @ L70  

DIMMABLE: 0-10VDC  

IP RATING: IP66  

EPA: 80W = 1.26 150W = 1.39  300W = 1.8 

WARRANTY: 5 YEAR  

LED STREET LIGHT 
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ACCESSORIES 

REFERENCE ITEM CODE PART # DESCRIPTION 

 MS EHA-ST-MS 
Mountable Motion Sensor That Takes The 

Place Of A Single Module 

 SP 
EHA-SURGE-20kV-277V-SERIES 

EHA-SURGE-20kV-480-SERIES 

20kV Series Wired Surge Protection, Diag-

nostic Light, Can Style. Low & High Voltage 

Models Available 

 *Sold Separately* EHW-SY-PHOTO-CONTROL-277 
SEE EXTERIOR CONTROLS GUIDE FOR 

ORDERING INFORMATION 

 RD-TENON 
EHA-ADAPT-RD-POLE-SIDE-

TENON 

Side Tenon For Round Pole, Fits 4-5” 

Diameter Pole 

 SQ-TENON 
EHA-ADAPT-SQ-POLE-SIDE-

TENON 

Side Tenon For Square Pole, Fits 4-5” 

Diameter Pole 

 GS1 EHA-ST-GS1 
Glare Shield That Prevents Light  

Illumination From The Rear Of The Fixture 

 GS2 EHA-ST-GS2 
Glare Shield That Prevents Light  

Illumination From The Sides Of The Fixture 

 GS3 EHA-ST-GS3 

Glare Shield That Prevents Light  

Illumination From The Rear & Sides Of The 

Fixture 

 GS4 EHA-ST-GS4 
Glare Shield That Prevents Light  

Illumination From All Sides Of The Fixture 

LED STREET LIGHT 
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LED STREET LIGHT 

EHF-ST2 

EHF-ST3 

EHF-ST5 

DIMENSIONS 
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LED STREET LIGHT 

INCLUDED MOUNTING FEATURE 

Vertical Installation 

Horizontal Installation 



[FDOT CERTIFIED] Luminaire Data 
Part Number EHF-ST5-3-30040K-480V-D010-GY 

Description Medium Type III Distribution, 4000K Street Light 

Fixture Lumens (lm) 47,702lm 

Wattage (W) 300W 

Efficacy (lm/W) 158lm/W 
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Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 15,298.5 32.2% 

0-60 33,826.9 71.2% 

0-90 46,702.2 98.4% 

90-180 775 1.6% 

0-180 47,477.2 100% 

Luminaire Data 
Part Number EHF-ST2-1-8057K 

Description Short Type I Distribution, 5700K Street Light 

Fixture Lumens (lm) 13,988lm 

Wattage (W) 80W 

Efficacy (lm/W) 174lm/W 

Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 5,174.9 26.9% 

0-60 10,547.5 65.9% 

0-90 13,777.7 99.4% 

90-180 209.9 0.6% 

0-180 13,987.7 100% 

LED STREET LIGHT 

PHOTOMETRICS DATA 



Luminaire Data 
Part Number EHF-ST2-2-8057K 

Description Short Type II Distribution, 5700K Street Light 

Fixture Lumens (lm) 14,000lm 

Wattage (W) 80W 

Efficacy (lm/W) 175lm/W 
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Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 4,870.8 43.8% 

0-60 10,418.1 74.4% 

0-90 13,808.9 98.6% 

90-180 191.2 1.4% 

0-180 14,000.1 100% 

Luminaire Data 
Part Number EHF-ST2-3-8057K 

Description Medium Type III Distribution, 5700K Street Light 

Fixture Lumens (lm) 13,999lm 

Wattage (W) 80W 

Efficacy (lm/W) 175lm/W 

Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 4,521 32.3% 

0-60 9,653.5 69% 

0-90 13,811.1 98.7% 

90-180 187.6 1.3% 

0-180 13,998.6 100% 

LED STREET LIGHT 

PHOTOMETRICS DATA 



Luminaire Data 
Part Number EHF-ST2-4-8057K 

Description Type IV Distribution, 5700K Street Light 

Fixture Lumens (lm) 11,999lm 

Wattage (W) 80W 

Efficacy (lm/W) 150lm/W 
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Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 3,151.1 26.3% 

0-60 8,464.6 70.5% 

0-90 11,946.9 99.6% 

90-180 52 0.4% 

0-180 11,998.9 100% 

Luminaire Data 
Part Number EHF-ST2-5-8057K 

Description Type V Distribution, 5700K Street Light 

Fixture Lumens (lm) 13,196lm 

Wattage (W) 80W 

Efficacy (lm/W) 165lm/W 

Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 2,240.1 17% 

0-60 7,611.6 57.7% 

0-90 13,089.4 99.2% 

90-180 106.4 0.8% 

0-180 13,195.8 100% 

LED STREET LIGHT 

PHOTOMETRICS DATA 



Luminaire Data 
Part Number EHF-ST3-1-15057K 

Description Short Type I Distribution, 5700K Street Light 

Fixture Lumens (lm) 25,478lm 

Wattage (W) 150W 

Efficacy (lm/W) 170lm/W 
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Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 9,425.7 37% 

0-60 19,211.5 75.4% 

0-90 25,095.2 98.5% 

90-180 382.3 1.5% 

0-180 25,477.5 100% 

Luminaire Data 
Part Number EHF-ST3-2-15057K 

Description Short Type II Distribution, 5700K Street Light 

Fixture Lumens (lm) 25,500lm 

Wattage (W) 150W 

Efficacy (lm/W) 170lm/W 

Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 8,871.8 35% 

0-60 18,975.9 74% 

0-90 25,151.9 98.6% 

90-180 348.2 1% 

0-180 25,500.1 100% 

LED STREET LIGHT 

PHOTOMETRICS DATA 



Luminaire Data 
Part Number EHF-ST3-3-15057K 

Description Medium Type III Distribution, 5700K Street Light 

Fixture Lumens (lm) 25,498lm 

Wattage (W) 150W 

Efficacy (lm/W) 170lm/W 
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Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 8,234.8 32.3% 

0-60 17,583.2 69% 

0-90 25,155.9 98.7% 

90-180 341.7 1.3% 

0-180 25,497.5 100% 

Luminaire Data 
Part Number EHF-ST3-4-15057K 

Description Type IV Distribution, 5700K Street Light 

Fixture Lumens (lm) 21,748lm 

Wattage (W) 150W 

Efficacy (lm/W) 145lm/W 

Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 5,711.4 26% 

0-60 15,342 71% 

0-90 21,653.8 99.6% 

90-180 94.2 0% 

0-180 21,748 100% 

LED STREET LIGHT 

PHOTOMETRICS DATA 



Luminaire Data 
Part Number EHF-ST3-5-15057K 

Description Type V Distribution, 5700K Street Light 

Fixture Lumens (lm) 23,992lm 

Wattage (W) 150W 

Efficacy (lm/W) 160lm/W 
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Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 4,072.9 37% 

0-60 13,839.2 75.4% 

0-90 23,798.9 98.5% 

90-180 193.5 1.5% 

0-180 23,992.4 100% 

Luminaire Data 
Part Number EHF-ST5-1-30057K 

Description Short Type I Distribution, 5700K Street Light 

Fixture Lumens (lm) 48,857lm 

Wattage (W) 300W 

Efficacy (lm/W) 163lm/W 

Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 18,075.1 37% 

0-60 36,840.8 75.4% 

0-90 48,123.7 98.5% 

90-180 733.2 1.5% 

0-180 48,856.9 100% 

LED STREET LIGHT 

PHOTOMETRICS DATA 



Luminaire Data 
Part Number EHF-ST5-2-30057K 

Description Short Type II Distribution, 5700K Street Light 

Fixture Lumens (lm) 48,900lm 

Wattage (W) 300W 

Efficacy (lm/W) 163lm/W 
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Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 17,013 34.8% 

0-60 36,389 74.4% 

0-90 48,232.4 98.6% 

90-180 667.7 1.4% 

0-180 48,900 100% 

Luminaire Data 
Part Number EHF-ST5-3-30057K 

Description Medium Type III Distribution, 5700K Street Light 

Fixture Lumens (lm) 50,995lm 

Wattage (W) 300W 

Efficacy (lm/W) 170lm/W 

Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 16,469.5 32.3% 

0-60 35,166.3 69% 

0-90 50,311.7 98.7% 

90-180 683.3 1.3% 

0-180 50,995 100% 

LED STREET LIGHT 

PHOTOMETRICS DATA 



Luminaire Data 
Part Number EHF-ST5-4-30057K 

Description Type IV Distribution, 5700K Street Light 

Fixture Lumens (lm) 41,996lm 

Wattage (W) 300W 

Efficacy (lm/W) 140lm/W 
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Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 11,028.9 26.3% 

0-60 29,626 70.5% 

0-90 41,814.1 99.6% 

90-180 182 0.4% 

0-180 41,996.1 100% 

Luminaire Data 
Part Number EHF-ST5-5-30057K 

Description Type V Distribution, 5700K Street Light 

Fixture Lumens (lm) 45,586lm 

Wattage (W) 300W 

Efficacy (lm/W) 152lm/W 

Zonal Lumen Summary 
Zone Lumens (lm) % Fixture 

0-40 7,738.5 17% 

0-60 26,294.5 57.7% 

0-90 45,217.8 99.2% 

90-180 367.7 0.8% 

0-180 45,585.5 100% 

LED STREET LIGHT 

PHOTOMETRICS DATA 
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